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Filtri antipolline efficaci per i sistemi di ventilazione LUNOS 

Con la primavera inizia ogni anno anche il periodo della diffusione dei pollini. Per 
garantire tranquillità e benessere negli ambienti abitativi è fondamentale un’ade-
guata protezione, ottenibile grazie a impianti di ventilazione dotati di una buona 
tecnologia di filtrazione. 
I sistemi di ventilazione decentralizzati per appartamenti di LUNOS sono già 
equipaggiati con i migliori filtri disponibili. All’occorrenza, però, possono essere 
integrati con filtri antipolline speciali. 
 

Sistema di estrazione aria 

In questo caso il filtro antipolline 9/FIB-P può essere inserito nei condotti a parete esterna ALD. 
 

Sistema ibrido 

In una combinazione di apparecchi di estrazione e di recupero di calore, ad esempio con la serie e², è possibile 
dotare gli apparecchi della serie e² del filtro antipolline 9/FIB-P. 
 

Ventilazione con recupero di calore 

Poiché in questo sistema gli apparecchi e² ed ego  gestiscono sia l’aria di mandata 
che quella di estrazione, entrambi possono essere dotati di filtri antipolline. Per la 
serie ego  si utilizza il filtro 9/FEGO-P, mentre per la serie e² il 9/FIB-P. 
 

Coperchio interno fonoassorbente 9/IBS 

Anche il coperchio interno fonoassorbente può essere equipaggiata con un filtro 
antipolline. In questo caso è consigliato il tipo 9/FIB-PL. 
 

Portate d’aria con filtro antipolline 

Un filtro a pellicola elettrostaticamente caricato garantisce il compromesso tra un’elevata portata d’aria e una 
filtrazione antipolline efficace e duratura. Grazie alla carica elettrica si raggiunge un grado di separazione > 98 % 
per particelle di 10 μm. 
 

Allo stesso tempo, la portata d’aria dell’ALD con filtro antipolline per i tre flussi volumetrici impostabili è:  
                                         
 a 8 Pa di depressione:  22 m³/h, 17 m³/h e 13 m³/h  
 a 4 Pa di depressione: 14 m³/h, 10,5 m³/h e 8 m³/h 

 

L’utilizzo del filtro antipolline negli apparecchi delle serie e² ed ego   con recupero di calore non 
comporta alcuna riduzione della portata d’aria. Un ulteriore vantaggio del filtro elettrostaticamen-
te caricato è l’elevata durata operativa. Anche un filtro molto carico riduce solo minimamente la 
portata d’aria. È inoltre possibile la pulizia del filtro, ad esempio con un aspirapolvere.  
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Wirksame Pollenfilter für die Lüftungssysteme von LUNOS 

Every year, spring also marks the beginning of the pollen season. Ventilation 
systems equipped with good filter technology ensure peace and quiet through 
effective protection in the living area.  
 

The decentralised home ventilation systems from LUNOS are of course equip-
ped with the best possible filters. However, if required, they can be additionally 
retrofitted with special pollen filters.  
 

Exhaust air system 

The pollen filter 9/FIB-P can be used here in the outer wall air vents ALD.  
 

Hybrid system 

With this combination of exhaust air units and heat recovery units, for example with our e² series, the units of the 
e² series can be equipped with the pollen filter 9/FIB-P.  
 

Ventilation with heat recovery 

Since in this ventilation system e² and ego provide supply and exhaust air, both 
units can also be equipped with pollen filters. The pollen filter 9/FEGO-P can be 
used for the ego series, and the 9/FIB-P for the e² series.  
 

Souind insulation screen 9/IBS 

Of course, the sound insulation screen can also be operated with a pollen filter. 
Type 9/FIB-PL is recommended here.  
 

Volume flows with pollen filter 
An electrostatically charged foil filter achieves the balancing act of high volume flow and long-lasting, effective 
pollen filtration. The electrical charge makes it possible to achieve a separation efficiency of > 98 % with a partic-
le size of 10 μm.   
 

At the same time, the volume flow rate of the ALD with pollen filter for the three adjustable volume flows: 
                                         
 at 8 Pa negative pressure:  22 m³/h, 17 m³/h and 13 m³/h  
 at 4 Pa negative pressure: 14 m³/h, 10,5 m³/h and 8 m³/h 

 

When using the pollen filter in the e² and ego series units with heat recovery, there is no effect on 
the volume flow. Another advantage of the electrically charged filter is its long service life. Even 
a heavily loaded filter hardly decreases in volume flow rate. The filter can also be cleaned, for 
example with a hoover. 
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