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Descrizione e funzioni 

I sistemi di automazione intelligente degli 
edifici vengono utilizzati per migliorare i 
costi operativi, la sicurezza e la flessibilità 
d’uso degli immobili. Tra i sistemi di rete 
per edifici, lo standard KNX rappresenta 
una delle soluzioni più diffuse. 
I componenti di sistema KNX di LUNOS 
possono essere utilizzati come soluzione 
autonoma oppure integrati in sistemi già 
esistenti. 

Con i componenti KNX di LUNOS è possi-
bile soddisfare esigenze specifiche del 
cliente, ad esempio modificando o perso-
nalizzando le impostazioni direttamente 
sul display. 

 

Il modulo KNX LUNOS Control4 consente 
il controllo dei sistemi di ventilazione de-
centralizzati e² ed ego, nonché del venti-
latore di estrazione RA 15-60. È possibile 
collegare fino a quattro e², due ego o un 
RA 15-60 per ottenere un funzionamento 
coordinato. Se necessario, il controllo di-
retto può avvenire tramite ingressi a puls-
ante. 

Il sistema di misura del sensore climatico 
KNX rileva il livello di anidride carbonica 
(tramite sensore CO₂ ), nonché tempera-
tura e umidità dell’aria ambiente. A partire 
da questi valori, vengono calcolati la tem-
peratura di rugiada e l’umidità assoluta. 

Il display a colori TFT da 3,5” con touch-
screen consente la visualizzazione e il 
controllo sul bus KNX. Ha una risoluzione 
di 320 x 240 pixel con 256.000 colori 
(RGB). Il cuore del sistema è un proces-
sore ARM a 32 bit con frequenza di 200 
MHz, dotato di sistema operativo Linux, 
porta Mini-USB e slot Micro-SD per la 
memorizzazione dei dati. 

Oltre al controllo dei ventilatori compatibili 
KNX di LUNOS, il sistema offre molte alt-
re funzioni: accensione e regolazione del-
la luminosità, controllo RGB, attivazione/
disattivazione di dispositivi, visualizzazio-
ne di stati, funzioni di allarme, protezione 
con password e comandi di controllo 
vari. 

Display KNX 

Sistema operativo: Linux 

Processore:  32- Bit ARM- CPU 
 200MHz 

Alimentazione: 
 24- 32V DC 

Connessioni: Porta Mini- USB 

  Micro- SD Slot 
Grado di protezione:     IP20 

 

KNX Control4 

Assorbimento di potenza: 
 120 mW (a 24VDC) 
Grado di protezione: IP20  

Stato dell‘elaborazione: Aprile 2016  

Dati tecnici 

Controllo di sistemi KNX 

Dati articolo 

Produttore LUNOS 

Tipo  KNX Display 

Nummero d’ordine: 039 976 

 

Tipo KNX Control4 

Nummero d’ordine:       039 977 

 

Tipo KNX Sensore 

Nummero d’ordine: 039 978 

 

Tipo KNX Alimentatore 

Nummero d’ordine: 039 989 

 

Tipo KNX Induttanza 

Nummero d’ordine: 039 987 

 

Tipo KNX USB Interface 

Nummero d’ordine: 039 988 

 

Garanzia del produttore: 2 anni 

I prodotti e le loro immagini posso-
no variare leggermente. 
A causa di continui sviluppi e/o di 
diversi fornitori di materiali, ad es-
empio per le materie prime, i colori 
possono variare o apparire diversa-
mente nei cataloghi.  

Accessori 

Avviso 
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Description and functions 

Intelligent building management systems 
are used to improve the quality charac-
teristics of buildings in terms of operating 
costs, safety and flexibility of use. The 
KNX standard has a high market share 
among systems for building networking. 
The KNX system components of LUNOS 
are available either as isolated solution or 
integration into existing systems. 
By means of the LUNOS KNX compo-
nents special customer requirements can 
be considered. For example, any settings 
can be made or varied on the display . 
The KNX LUNOS Control4 module allows 
the control of the decentralised ventilation 
units e² and ego as well as the RA 15-60 
exhaust air fan. Up to four e², two ego or 
one RA 15-60 can be connected to enab-
le a coordinated operation. If required, 
direct control can be performed via the 
existing push-button inputs. 
The measuring system of the KNX climate 
sensor determines the carbon dioxide 
value measured by the CO2 sensor as 
well as the room climate including the va-
lues of temperature and humidity. Dew 
point temperature and absolute humidity 
are calculated from these measured valu-

es. 
The 3.5" TFT colour display with touch 
screen is used for visualisation and con-
trol in the KNX bus. The display has a 
resolution of 320 x 240 pixels with 256K 
colours (RGB). A 32-bit ARM processor 
with a clock frequency of 200 MHz is the 
centrepiece. It is equipped with a Linux 
operating system and has a mini USB 
port and a micro-SD slot for data storage. 
 

In addition to controlling the LUNOS KNX-

capable fans, you can also select a large 
range of additional functions: switching 
and dimming, RGB control, switching on 
and off various devices, displaying statu-
ses, alarm functions, password protection 
and control elements, etc. 

KNX Display 

Operating system Linux 

Processor 32-Bit ARM-CPU 
 200 MHz 

Power supply 24-32 V DC 

Connections Mini-USB Port 
  Micro-SD Slot 
Protection type     IP20 

 

KNX Control4 

Power consumption 

 120 mW (at 24 V DC) 
Protection type IP20  

Editing status: April 2016  

Technical data 

KNX System Control 

Product data 

 

Brand LUNOS 

Type  KNX display 

Order No. 039 976 

 

Type KNX Control4 

Order No. 039 977 

 

Type KNX sensor 
Order No. 039 978 

 

Type KNX power supp-
lyOrder No. 039 989 

 

Type KNX air regulator 
Order No. 039 987 

 

Type KNX USB interface 

Order No. 039 988 

 

Manufacturer‘s warranty:  2 years 

Products and illustrations may vary 
slightly. 
Due to continuous product develop-
ment and/or several suppliers e.g. for 
raw materials, colours, among other 
things, may vary slightly or be shown 
differently in brochures. 

Accessories 

Note 
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