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Scheda tecnica 

Coperchi esterni 

1/HWE ∙ 1/HAZ 

Installazione 

Dati tecnici 

L’installazione avviene fissando il telaio alla parete esterna con viti e tasselli.  
 

I coperchi vengono semplicemente inserite nel telaio fissato e bloccate con due pic-
cole viti.  

Avviso 

I prodotti e le loro immagini possono variare leggermente. A causa di continui svi-
luppi e/o di diversi fornitori di materiali, ad esempio per le materie prime, i colori 
possono variare leggermente (non per le parti a vista) o apparire diversamente nei 
cataloghi.  

 Coperchio esterno con isolamento acustico 

 Materiale: acciaio inox spazzolato 

Coperchio esterno bianco 1/HWE 

Coperchio esterno antracite 1/HAZ 

Coperchio esterno in accaio inox 1/HES 

ego e Nexxt coperchio esterno a doppio canale  
1/HWE-2 oppure 1/HAZ-2 

Materiale Aluminio 

Accaio inox 

 

Dimensioni (L x A x P)  235 mm x 205 mm x 72 mm 

 

 

1/HWE-2 ∙ 1/HAZ-2 per tipi di ventilatore ego e Nexxt 

1/HES 

 Coperchio esterno con isolamento acustico 

 Materiale alluminio  
 1/HWE: verniciata a polvere bianca (simile RAL 9016)  
 1/HAZ: verniciata a polvere antracite (simile RAL 7016) 

 Coperchio esterno con isolamento acustico 

 Materiale: alluminio   
 1/HWE-2: verniciata a polvere bianca (simile RAL 9016) 
 1/HAZ-2: verniciata a polvere antracite (simile RAL 7016) 

Numero d‘ordine 1/HWE-2 40 020 

Numero d‘ordine 1/HAZ-2 40 021 

Numero d‘ordine  1/HWE-2 40 107 

Numero d‘ordine  1/HAZ-2 40 108 

Numero d‘ordine 1/HES  40 218 

E255 03.23 
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Technical Data Sheet 
Outer hoods 

E255 03.23 

1/HWE ∙ 1/HAZ   

Installation 

Technical data 

Note 

Products and illustrations may vary slightly. Due to continuous product development 
and/or several suppliers e.g. for raw materials, colours, among other things, may 
vary slightly (not for visible parts) or be shown differently in brochures. 

The installation is carried out by screwing and doweling the frame onto the outer-
wall.  
The hoods are simply pushed into the screwed frame and fixed with two small 
screws. 

Material Aluminium 

Stainless steel 
 

 

Dimensions (W x H x D)  235 mm x 205 mm x 72 mm 

 

 

Outer hood white 1/HWE 

Outer hood anthracite 1/HAZ 

Outer hood stainless steel 1/HES 

ego and Nexxt two-way outer screen 

1/HWE-2 or 1/HAZ-2 

1/HWE-2 ∙ 1/HAZ-2 for fan types ego and Nexxt 

1/HES 

 Outer hood with sound insulation  
 Material brushed stainless steel  

 Outer hood with sound insulation 

 Material aluminium  
 1/HWE: White powder-coated (similar to RAL 9016) 
 1/HAZ: Anthracite powder-coated (similar to RAL 7016) 

 Outer hood with sound insulation  
 Material aluminium  
 1/HWE-2: White powder-coated (similar to RAL 9016) 
 1/HAZ-2: Anthracite powder-coated (similar to RAL 7016) 

 Order No. 1/HWE-2 40 020 

Order No. 1/HAZ-2  40 021 

Order No. 1/HWE-2 40 107 

Order No. 1/HAZ-2  40 108 

Order No. 1/HES  40 218 


