
Istruzioni di montaggio valvola contro la 
pressione del vento RA 15-60 e AB 30/60 

tipo 9/WDS ABL Cod. art.: 39970 

-Da inoltrare all‘utilizzatore - 

Attenzione! Qualsiasi intervento di montaggio sul dispositivo di ven-
tilazione deve essere eseguito solo con l’alimentazione elettrica disinserita. 

Avvertenze di sicurezza             IT 

RA 15-60 

AB 30/60 

Se la lunghezza del condotto non è 
sufficiente, accorciare il silenziatore. 
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9/WDS ABL 

Motore 

9/WDS ABL 

Se la lunghezza del condotto non è 
sufficiente, accorciare il silenziatore. 

Motore 

Esempi di installazione             IT 
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Unità di spedizione                   IT 

Montaggio               IT 

+ 

Supporto della 
pellicola 

Pellicola 2x spine di fissaggio 

RA 15-60     AB 30/60 

Inserire le spine di 
fissaggio nelle 
relative aperture 
della pellicola e del 
supporto della 
pellicola. Prestare 
attenzione alla 
dicitura riportata 
sulla pellicola.  

Spina di fissaggio Spina di fissaggio 

Far scorrere la valvola contro la 
pressione del vento (con la 
dicitura rivolta verso l’esterno e 
il traverso centrale in posizione 
verticale) tra il pannello esterno 
e l’unità di ventilazione (vedere 
esempi di montaggio). 

Griglia esterna 

Valvola contro la pressione del vento 

Ventilatore 

(Per esempio  
AB 30/60) 

Verificare che la fornitura sia 
completa e in perfette condizioni.  



Installation Manual Backdraft Shutter for 
the Fan Types RA 15-60 and AB 30/60 

Type 9/WDS ABL Order No. 39970 

- Please pass on to user - 

Caution! Any assembly work to the ventilation device may 
only be carried out after disconnecting the supply voltage!  

Safety instructions                 EN 

Installation examples              EN

RA 15-60 

AB 30/60 

In case of insufficient tube length, 
shorten the sound absorbers! 
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9/WDS ABL 

Motor 

9/WDS ABL 

In case of insufficient tube length, 
shorten the sound absorbers! 

Motor 



Shipping unit               EN 

Assembly                         EN 

+ 

Foil carrier 

Foil 2x plastic blind 
rivet 

RA 15-60     AB 30/60 

Insert the plastic 
blind rivets in the 
respective ope-
nings in the foil 
and foil carrier! 
Observe the 
marking on the 
foil! 

Plastic blind 
rivet 

Plastic 
blind rivet 

Insert the backdraft shutter 
with the marking facing 
outwards and the centre 
bar in a vertical position 
between the outer grille and 
the fan unit (refer to instal-
lation examples) 

Outer grille 

Backdraft shutter 

Fan  
(Example AB 
30/60) 

Please check the delivery for com-
pleteness and mint condition! 
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